
CITY OF ARLINGTON 
TESC NOTES: 
 
1. APPROVAL OF THE TEMPORARY EROSION/SEDIMENT CONTROL 
(TESC) PLAN DOES NOT CONSTITUTE AN APPROVAL OF PERMANENT 
ROAD OR STORM DRAINAGE DESIGN. 
 
2. A TESC PLAN MEETING THE DOE STORM WATER MANAGEMENT 
MANUAL ADOPTED BY THE CITY SHALL BE SUBMITTED TO THE CITY 
FOR APPROVAL PRIOR TO ANY WORK ON THE SITE. AN APPROVED 
COPY MUST BE MAINTAINED ON-SITE AND BE READILY AVAILABLE TO 
THE CITY INSPECTOR AT THEIR REQUEST. 
 
3. THE TESC BMP’S SHOWN ON THE PLAN MUST BE INSTALLED PRIOR 
TO ALL OTHER CLEARING AND GRADING ACTIVITIES, AND IN SUCH A 
MANNER AS TO ENSURE THAT SEDIMENT-LADDEN WATER DOES NOT 
ENTER THE DRAINAGE SYSTEM, LEAVE THE SITE, OR VIOLATE 
APPLICABLE WATER QUALITY STANDARDS. MAINTENANCE, 
REPALCEMENT, AND UPGRADING OF THE TESC PLAN IS THE 
RESPONSIBILITY OF THE CONTRACTOR UNTIL ALL CONSTRUCTION IS 
COMPLETE AND APPROVED BY THE CITY. 
 
4. THE BOUNDARIES OF THE CLEARING LIMITS, SHOWN ON THE TESC 
PLAN, SHALL BE CLEARLY FENCED OR FLAGGED IN THE FIELD PRIOR 
TO STARTING CONSTRUCTION. NO DISTURBANCE BEYOND THE FENCED 
OR FLAGGED CLEARING LIMITS SHALL BE PERMITTED. THE FENCING 
AND/OR FLAGGING SHALL BE MAINTAINED BY THE CONTRACTOR FOR 
THE DURATION OF THE CONSTRUCTION PROJECT. 
 
5. THE TESC FACILITIES SHOWN ON THE PLANS ARE THE MINIMUM 
REQUIREMENTS FOR THE ANTICIPATED SITE CONSTRUCTION. DURING 
THE CONSTRUCTION PERIOD, THESE TESC FACILITIES SHALL BE 
UPGRADED AND ADDED TO AS NEEDED, FOR UNEXPECTED STORM 
EVENTS AND TO REFLECT CHANGED CONDITIONS, AS REQUIRED BY 
THE CITY. 
 
6. THE CONTRACTOR SHALL PROVIDE THE CITY A 24-HOUR 
EMERGENCY CONTACT PHONE NUMBER OF THE CONTRACTOR’S 
CERTIFIED EROSION CONTROL SUPERVISOR PRIOR TO STARTING 
CONSTRUCTION. 
 
7. THE TESC FACILITIES SHALL BE INSPECTED DAILY BY THE 
CONTRACTOR AND MAINTAINED AS NECESSARY TO ENSURE CONTINUED 
FUNCTION AND OPERATION. 
 
8. BETWEEN OCTOBER 1 AND APRIL 30, DISTURBED AREAS THAT ARE 
TO BE LEFT UNWORKED FOR MORE THAN TWO (2) DAYS SHALL BE 



IMMEDIATELY COVERED BY MULCH, SOD OR PLASTIC COVERING. 
BETWEEN MAY 1 AND SEPTEMBER 30, DISTURBED AREAS THAT ARE TO 
BE LEFT UNWORKED FOR MORE THAN SEVEN (7) DAYS SHALL BE 
IMMEDIATELY COVERED BY SEEDING OR OTHER APPROVED METHODS. 
 
9. SEDIMENT DEPOSITS SHALL BE REMOVED FROM ALL CATCH 
BASINS, PRE-TREATMENT/SEDIMENT POND, AND SEDIMENT TRAPS 
UPON REACHING A DEPTH OF 12 INCHES. 
 
10. ANY PERMANENT RETENTION/DETENTION FACILITY USED AS A 
TEMPORARY SETTLING BASIN SHALL BE MODIFIED WITH THE 
NECESSARY EROSION CONTROL MEASURES, SHALL PROVIDE ADEQUATE 
STORAGE CAPACITY, AND SHALL BE CLEANED OUT ENTIRELY ONCE 
THE SITE IS STABILIZED. IF THE PERMANENT FACILITY IS TO 
ULTIMATELY FUNCTION AS AN INFILTRATION SYSTEM, THE FACILITY 
SHALL NOT BE USED AS A TEMPORARY SETTLING BASIN. 
 
11. WHERE SEEDING FOR TEMPORARY EROSION CONTROL IS 
REQUIRED, FAST GERMINATING GRASSES SHALL BE APPLIED AT AN 
APPROXIMATE RATE OF 120 LBS PER ACRE. 
 
12. WHERE STRAW MULCH FOR TEMPORARY EROSION CONTROL IS 
REQUIRED, IT SHALL BE APPLIED AT A MINIMUM THICKNESS OF 3 
INCHES, OR 3,000 POUNDS PER ACRE. 
 
13. SOIL STOCKPILES SHALL BE STABILIZED WITHIN 24 HOURS. 
WHEN ACTIVELY WORKING WITH THE SOIL STOCKPILE, 
STABILIZATION BY GROUND COVER BMPS SHALL OCCUR AT THE END 
OF EACH WORK DAY. 
 
14. STABILIZED CONSTRUCTION ENTRANCES SHALL BE INSTALLED AT 
THE BEGINNING OF CONSTRUCTION AND MAINTAINED FOR THE 
DURATION OF THE PROJECT.  ADDITIONAL MEASURES MAY BE 
REQUIRED TO INSURE THAT ALL PAVED AREAS ARE KEPT CLEAN FOR 
THE DURATION OF THE PROJECT. 
 
15. MAINTENANCE AND REPAIR OF TESC FACILITIES AND 
STRUCTURES SHALL BE CONDUCTED IMMEDIATELY UPON RECOGNITION 
OF A PROBLEM OR WHEN THE TESC MEASURES BECOME DAMAGED. 
 
16. UPON COMPLETION OF THE PROJECT, ALL BMP’S SHALL BE 
REMOVED FROM THE SITE AND RIGHT OF WAY.  IF BMP’S ARE 
REQUIRED TO REMAIN IN PLACE FOR FURTHER PROTECTION, 
ARRANEMENTS FOR REMOVAL SHALL BE MADE WITH THE CITY 
INSPECTOR. 


