
ADA NOTES: THE FOLLOWING NOTES SHALL APPLY TO HARDSCAPE FACILITIES WITHIN 
THE PUBLIC RIGHT-OF-WAY. 

1. UNLESS OTHERWISE SPECIFIED ON THE PLANS, OR DIRECTED BY THE CITY 
ENGINEER, CROSS SLOPES OF SIDEWALKS SHALL BE NOMINAL 1.5%.  CROSS 
SLOPES SHALL NOT BE LESS THAN 1% NOR EXCEED 2%. 

2. MAXIMUM SLOPES SHOWN ON THE PLANS REPRESENT THE MAXIMUM 
ALLOWABLE SLOPES PERMITTED BY CURRENT ADA REQUIREMENTS.  THE 
CONTRACTOR SHALL TAKE INTO CONSIDERATION CONSTRUCTION TOLERANCES 
WHEN PLACING SIDEWALKS TO INSURE MAXIMUM SLOPES ARE NOT EXCEEDED. 

3. COMPLETED SIDEWALKS OR OTHER HARDSCAPE ELEMENTS THAT EXCEED 
MAXIMUM SPECIFIED SLOPES OR ARE LESS THAN MINIMUM SPECIFIED SLOPES 
SHALL BE REMOVED AND REPLACED BY THE CONTRACTOR AT THE 
CONTRACTOR'S EXPENSE. 


